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ADVANTAGES  
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  

NICOMATIC NORTH AMERICA    
165 Veterans Way,    

Unit 200     
Warminste  r, PA 18974  -  USA      

Phone: (215) 444  - 9580    
Fax: (215) 444 - 9581    

e - mail:  sales@nicomatic.net                            

NICOMATIC is now enriching the CRIMPFLEX® connector range to provide even more space and 
cost-savings solutions  thanks to the 1,27 mm pitch . Our specifically designed Crimping Press  
allows you to crimp up to 50 contacts in a single operation in order to increase your productivity  and 
eliminate any risk of pitch drift  during the crimping process.    
 

The contact crimping is achieved by piercing the 
conductor in 6 points, in order to ensure both 

outstanding mechanical retention by 2 points and 
electrical continuity by 4 points. 

CRIMPFLEX® system patented by NICOMATIC 
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�  for 0,38mm (.0015”) to 0,45mm (.0018”) pin header 
�  Ni 2µ + Sn 5µ and optional selective Au plating 0,15µ 

on mating area 
 

�  recommended for flexible supports 
requiring male solder tabs 

�  Ni 2µ + Sn 5µ 

NICOMATIC SA (HEADQUARTERS)  
173, rue des Fougères - ZI Les Bracots 
F-74890 Bons-en-Chablais 
Téléphone: +33 4 50 36 13 85 – Fax: +33 4 50 36 11 33  
Email: nicomatic@nicomatic.fr  
 

10068-MO MANUAL PRESS 
New 1,27mm  ! NICOMATIC France is 

certified ISO 9001 :2000 
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                        carlos.guimaraes@nicomatic.com.br    

NICOMATIC SOUTH AMERICA    
Av.Brigadeiro Faria Lima,  

2.639 – 10a Jardim Paulistano 
01452-000 Sao Paulo – SP - BRAZIL  

Phone : (55) 11 3815-4411 
Fax: (55) 11 3814-6133 

 

  
  

  

  
e-mail:   

 

  

  

  

  

  

    
Phone: (86) 22 238 88 050  

NICOMATIC CHINA 
6A XEDA Jimei Industrial Park 
Xiqing Economic & Dvpt Area 

Tianjin – CHINA 
 

  
  

  
  

  
Fax: (86) 22 238 88 060   

e-mail: sales@nicomatic.cn  

 

  

  

  

 
  

NICOMATIC INDIA 
Ground Floor Mohan Cooperative 

Industrial Area Mathura Road 
New-Delhi 110044 INDIA 

Phone: +91 (0) 11 420 919 21  
Fax: +91 (0) 11 420 919 99 

e-mail:  india@nicomatic.co.in  

 

  
  

  
  

  
  

   

16068-12   tin plated 
16068-32  selective gold 

16069-12   tin plated 

 
GENERAL DATA 
The contacts are moved forward from stop to stop 
by hand via the side loader. The graduated positions 
correspond to the number of contacts to crimp (2 to 
50 points) 
The crimping is operated manually via the upper 
lever. Two reels are fixed onto the reel support.  
 
TOOLING 
This machine is available in 1 version and provides 
the possibility to crimp male solder tabs, or female 
contacts. 
 
MACHINE 
16068-MO (with the male and female tooling) 
For contacts: 16068 and 16069 
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PACKAGED IN REEL 

 
�  First press to crimp from 2 reels at a time in a 

1.27mm pitch and high productivity rate  (up to 5 
cycles per minute) !  
 

�  Answers market miniaturization trends  (higher 
contacts density) 
 

�  Compatible connection with 1,27mm headers  
        

�  Contact mechanical retention outperforms ZIF  
type connectors 
 


