
        
                      

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  

                        nicomatic@nicomatic.com.br    

NICOMATIC SOUTH AMERICA    
Rua Hungria, 574 cj.  

51 Jd. Europa 
01455-000 Sao Paulo – SP - BRAZIL  

Phone : (55) 11 3815-4411 
Fax: (55) 11 3814-6133 

 

  
  

  

  
e - mail:    

                         
  

  

    

 

  

NICOMATIC NORTH AMERICA    
165 Veterans Way,    

Unit 200     
Warminste  r, PA 18974  -  USA      

Phone: (215) 444  - 9580    
Fax: (215) 444 - 9581    

e - mail:  sales@nicomatic.net                            

  

  Phone: (86) 22 238 88 050  

  

  

  

NICOMATIC CHINA 
6A XEDA Jimei Industrial Park 
Xiqing Economic & Dvpt Area 

Tianjin – CHINA 
 

  
  

  
  

  
Fax: (86) 22 238 88 060   

e - mail:  sales@nicomatic.cn  

   

  

   

  

  

  

NICOMATIC INDIA 
Ground Floor Mohan Cooperative 

Industrial Area Mathura Road 
New-Delhi 110044 INDIA 

Phone: +91 (0) 11 420 919 21  
Fax: +91 (0) 11 420 919 99 

e-mail:  info@nicomatic.co.in  

 

  
  

  
  

  
  

   
  

With over 100 standard references available, NICOMATIC metal domes are used in any type of 
Man/Machine Interface (MMI). The most common application lies in mobile phone handsets with smaller 
diameter domes: 4mm & 5mm round domes and 6mm 4-legged domes. As regards 8,4mm, 10mm & 
12,2mm 4-legged series, every kind of push-button for front panels and membrane swich keypads can 
integrate a METAL DOME from NICOMATIC. 
 

NICOMATIC SA (HEADQUARTERS)  
173, rue des Fougères - ZI Les Bracots 
F-74890 Bons-en-Chablais 
Téléphone: +33 4 50 36 13 85 – Fax: +33 4 50 36 11 33  
Email: nicomatic@nicomatic.fr  
 

 

SM T  D O M E®  

 
NICOMATIC France is 

certified ISO 9001 :2000 
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TECHN I CA L  F EATURES   -   complies with NICOMATIC Standards  of  Qual i ty   

MATERIALMATERIALMATERIALMATERIAL    

Stainless steel 
RoHS Directive compliant 
REACH regulations compliant 
 
 

PLATINGPLATINGPLATINGPLATING    

Ni plated + optional selective Ag or Au plating on 
solder area 

 

ELECTRICALELECTRICALELECTRICALELECTRICAL    

Rated voltage: up to 100V RMS 
Rated current: 5µA to 100mA 
Switching capacity: 1W 
Contact resistance < 100m Ω 
 

ENVIRONMENTALENVIRONMENTALENVIRONMENTALENVIRONMENTAL    

Operating temperature: from -40°C to +105°C 
Storage temperature: from -55°C to +125°C 

 

 
All the benefits of a standard METAL DOME : TACTILE FEELING, HIGH CLICK RATIO, 
LONG LIFE EXPECTANCY extended to the Surface Mounting Technology (SMT):  
� accurate and fast placement  on solder area. 

� effective and durable maintaining  of the component by soldering on the PCB.   

� product design allows automatic placement by standard Pick & Place systems . 

A D V A N T A G E S  

 

SMT metal dome 

 

PCB pattern 
 

double-side 

PCB 

solder tabs 

� Long life and ultra-thin tactile metal dome  switching component for surface mounting 
technology  and placement onto printed circuit boards. 

 
� establish the mechanical and electrical contact  by manually activating the SMT dome  on 

printed circuit boards or other surfaces comprising a circuit portion (double-side or multi-layer 
PCB) 

C O N C E P T  


