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Nicomatic mixes 2 of its main connector technologies, CMM and CRIMPFLEX®. 
This will help to save space/ weight/ crimping process and cost for the customer. 
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NICOMATIC France  
is certified ISO 9001 :2000 
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    �  Quality of Crimp (Gaz tie)  
    �  Crimping process: High Productivity 
 

    �  >20 Years of Knowledge 
    �  Crimp 02 to 30 contacts in one crimp 
    �  Ultra thin solution 
    �  Saves weight (-20 to 30% compared to other cables)  
 

Standard CMM 
Connector 

Standard Crimpflex® 
Connection 

Microflex harness : 
220MF40PW0100D-M16F2-M16F2 

�

NICOMATIC SA (HEADQUARTERS)  
173, rue des Fougères - ZI Les Bracots 
F-74890 Bons-en-Chablais 
Téléphone: +33 4 50 36 13 85 – Fax: +33 4 50 36 11 33  
Email: nicomatic@nicomatic.fr  
 

WWW.NICOMATIC.COM 
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TECHNICAL DATA  
 
MATERIAL :  

- Contact : Phosphor bronze 
- Housing  : Thermoplastic with glass fiber Classified UL 94 V0 Black. 
- Cable : White polyester classified UL 2643 or 2690 
- Jackscrew : Stainless steel 

PLATING 
- Contact code F3 : gold plated (thickness : Ni 1 to 2µ + Sn pur brilliant 3 to 5µ + Au 0.75µ) 
- Contact code F2 : gold plated (thickness : Ni 1 to 2µ + Sn pur brilliant 3 to 5µ + Au 0.15µ) 

MECHANICAL SPECIFICATIONS FOR THE CONTACT 
- Max. mating force per contact : 0.6 N 
- Min. unmating force per contact : 0.4 N 
- Tensile strength on cable: 50 N 
- Retention force in housing: 19 N 

ELECTRICAL SPECIFICATIONS FOR THE CONTACT  
- Rated voltage : 250 Vrms 
- Withstanding voltage : 750 Vrms 
- Breakdown voltage : 1000 Vrms min. 
- Maximum current per contact : 3 A 
- Contact resistance : 15 mOhms max. (after 50 cycles) 

THERMAL SPECIFICATIONS 
- Operating temperature : -55°C to +105°C for Polyes ter cable 
                                                -55°C to +125°C for Polyethylene naphthalate (PEN) 

            -60°C to +150°C for Polyimide cable (hi gher temperatures achievable) 
 

Crimping area for cable 
or PCB 

Contact 
area 

CMM Knowledge Crimpflex® Knowledge Adapted housing for CMM mating 

CMM Fixing hardware 

Mating 

Float mount non 
removable hardware 

Silicone potting 

 
MICROFLEX  
HARNESS 
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NICOMATIC France  

is certified ISO 9001 :2000 
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Left cable side:  
Male fixing choice 
(refer to page 45 & 46 CMM catalogue)  
Today suggested standard = M16 
 
Female crimping contact choice 
F1=16068-12 
F2=16068-32 
F3=16068-372 (standard in defense) 
 
Right cable side:  
M16 : same as above  
F3    : same as above 
(A)   : option for adhesive used to attach cables t ogether
de protection (straps)  

Cable length:  
The « L » cable cut length is determined as follows : 
L= XXXX – 11.6mm 
In our example: Jumper length = 100mm 
Cable cut length L= 100 – 10.6 = 89.4mm 
 
Minimum length: cable cut length = 15.4mm (XXXX = 27) 
 
Tolerance for cable cut: ± 1.5mm for a total length under 501mm 

       ±3mm for a total length between 501mm to 900mm
       ±0.5% of length for a total length over 900mm 
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         220MF   40   PW   0100  D -   M16  F3  -   M16   F3 -   (A)           
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

CMM220 series MICROFLEX  
 
 
Nimber of contacts (04 to 60) 
 
 
Cable style – Standard White Polyester 
 
 
Length in mm (100mm) measured from end to end 
 
 
Conductor size (0,076 mm x 0,66 mm) 
 

WWW.NICOMATIC.COM 
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NICOMATIC NORTH AMERICA    

165 Veterans Way,    
Unit 200     

Warminste  r, PA 18974  -  USA      
Phone: (215) 444  - 9580    

Fax: (215) 444 - 9581    
e - mail:  sales@nicomatic.net                                                    carlos.guimaraes@nicomatic.com.br    

NICOMATIC SOUTH AMERICA    
Av.Brigadeiro Faria Lima,  

2.639 – 10a Jardim Paulistano 
01452-000 Sao Paulo – SP - BRAZIL  

Phone : (55) 11 3815-4411 
Fax: (55) 11 3814-6133 

 

  
  

  

  
e-mail:   

  

  

  

  

  

    

 Phone: (86) 22 238 88 050  

NICOMATIC CHINA 
6A XEDA Jimei Industrial Park 
Xiqing Economic & Dvpt Area 

Tianjin – CHINA 
 

  
  

  
  

  
Fax: (86) 22 238 88 060   

e-mail: sales@nicomatic.cn  

 

  

  

  

 
  

NICOMATIC INDIA 
Ground Floor Mohan Cooperative 

Industrial Area Mathura Road 
New-Delhi 110044 INDIA 

Phone: +91 (0) 11 420 919 21  
Fax: +91 (0) 11 420 919 99 

e-mail:  india@nicomatic.co.in  

 

  
  

  
  

  
  

   

1 row Microflex 

90° 1row Microflex Jumper 1row Microflex 

CMM 101T03LS 

PCB to PCB, Mezzanine PCB to PCB, any configuration 

Multi layer PCB 

Crimping tool 
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